
INCA4003
Multi-gas analyzer 

Measurement parameter·Methane· Carbon dioxide· Hydrogen sulphide·Oxygen· Hydrogen· Higher hydrocarbons (C2+)

Applications· Biogas  · Sewage gas plants · Landfill sites· Glass / ceramics· Energy supply· Energy generation· Environment



The multi-gas analyzers of the device series INCA4003 are used to de-
termine the gas composition

           • Methane
           • Carbon dioxide
           • Hydrogen sulphide
           • Oxygen
           • Hydrogen
           • Higher hydrocarbons (C2+)

The multi-gas analyzers of the device series INCA4003 are engineered
for indoor installation. Condensate-free gases can be measured with
or without gas pressure. The device can be designed with max. 4 sam-
ple gas inlets and 1 calibration gas inlet. Due to the use of a hose pump
an online operation with 1 measuring point is possible.
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Table 1: Typical measuring ranges INCA4003

Typical measuring ranges INCA4003

Measuring module              Meas. methods      Measuring ranges    Measuring accuracy

CH4                                       NDIR             0 – 100 Vol.-%        +/- 1% MBE1)

CH4                                       NDIR               0 – 5 Vol.-%          +/- 3% MBE1)

CH4                                       NDIR            80 – 100 Vol.-%       +/- 1% MBE1)

C2+                                        NDIR              0 – 20 Vol.-%       +/- 2,5% MBE1)

CO2                                       NDIR             0 – 100 Vol.-%        +/- 1% MBE1)

CO2                                       NDIR             0 – 0,5 Vol.-%        +/- 2% MBE1)

CO2                                       NDIR              0 – 10 Vol.-%       +/- 1,5% MBE1)

O2                                            EC                0 – 25 Vol.-%         +/- 3% MW2)

O2                                   paramagnetic       0 – 25 Vol.-%         +/- 1% MW2)

H2S                                         EC                  0 – 50 ppm           +/- 3% MBE1)

H2S                                         EC                 0 – 100 ppm          +/- 3% MBE1)

H2S                                         EC                0 – 2.000 ppm           +/- 30 ppm

                                                                                                     (≤ 1000 ppm)

                                                                                                     +/- 3% MW2)

                                                                                                     (> 1000 ppm)

H2S                                  EC-µPulse        0 – 10.000 ppm           +/- 3 ppm

                                                                                                       (≤ 25 ppm)

                                                                                                    +/- 15% MW2)

                                                                                                       (> 25 ppm)

H2S                                         EC               0 – 10.000 ppm       +/- 3% MBE1)

H2S                                  EC-µPulse        0 – 50.000 ppm          +/- 30 ppm

                                                                                                      (≤ 500 ppm)

                                                                                                    +/- 15% MW2)

                                                                                                      (> 500 ppm)

Heizwert Hi3)                  calculated      8 – 11,5 kWh/m3        +/- 1,5% MBE1)

Wobbeindex Wi3)          calculated     10 – 14,3 kWh/m3         +/- 2% MBE1)

relative Dichte (SG)          acoustic               0,5 – 0,8                      +/- 3% MBE1)

1) Linearity error with regard to measuring range
2) Linearity error with regard to measuring value

Option (T-Modelle) INCA4003

T-Modelle               con./                              CH4                                        CO2                                       H2S                                     O2                                  H2                                  C2+

                                                        discont.                         [Vol.%]                                 [Vol.%]                                [ppm]                                 [Vol.%]                        [ppm]                           [Vol.%]

T030                        discont.                       0 – 100 disc.                     -                                         0 – 2000 disc.                 0 – 25 disc.               -                                  -
T045                        cont.                            -                                          -                                         -                                       0 – 5 cont.1 (Par)      -                                  -
T055                        cont.                            0 – 100 cont.                     0 – 100 cont.                     -                                       -                                  -                                  -
T074                        discont.                       -                                          -                                         0 – 10.000 disc.3             0 – 25 disc.               -                                  -
T087                        cont.                            0 – 5 cont.                         0 – 100 cont.                     -                                       -                                  -                                  -
T095                        cont.                            0 – 100 cont.                     0 – 100 cont.                     -                                       0 – 25 cont.               -                                  -
T096                        discont.                       -                                          -                                         0 – 10.000 disc.3             -                                  -                                  -
T098                        discont.                       0 – 100 disc.                     -                                         0 – 10.000 disc.3             0 – 25 disc.               -                                  -
T099                        cont.                            0 – 100 cont.                     -                                         0 – 10.000 disc.3             0 – 25 disc.               -                                  -
T100                        discont.                       0 – 100 disc.                     0 – 100 disc.                     0 – 10.000 disc.3             0 – 25 disc.               -                                  -
T101                        cont.                            0 – 100 cont.                     0 – 100 cont.                     0 – 10.000 disc.3             0 – 25 cont.               -                                  -
T107                        cont.                            0 – 100 cont.                     -                                         -                                       -                                  -                                  -
T109                        cont.                            0 – 100 cont.                     0 – 10 cont.                       -                                       -                                  -                                  -
T111                        cont.                            0 – 100 cont.                     0 – 100 cont.                     0 – 2000 disc.                 0 – 25 disc.               0 – 4000 disc.           -
T131                        cont.                            0 – 100 cont.                     0 – 10 cont.                       0 – 100 disc.                   0 – 25 disc.               -                                  -
T133                        cont.                            0 – 100 cont.                     0 – 100 cont.                     0 – 100 disc.                   0 – 25 cont.               -                                  -
T137                        cont.                            0 – 100 cont.                     0 – 10 cont.                       0 – 100 disc.                   0 – 25 disc.               0 – 4000 disc.           -
T140                        discont.                       0 – 100 disc.                     0 – 100 disc.                     0 – 10.000 disc.3             0 – 25 disc.               0 – 4000 disc.           -
T141                        cont.                            0 – 100 cont.                     0 – 100 cont.                     0 – 10.000 disc.3             0 – 25 cont.               0 – 4000 disc.           -
T145                        cont.                            0 – 100 cont.                     0 – 10 cont.                       0 – 100 disc.                   0 – 25 cont.               -                                  -
T160                        discont.                       0 – 100 disc.                     0 – 100 disc.                     0 – 50.000 disc.3             0 – 25 disc.               -                                  -
T161                        cont.                            0 – 100 cont.                     0 – 100 cont.                     0 – 50.000 disc.3             0 – 25 cont.               -                                  -
T301                        cont.                            80 – 100 cont.2 (7µm)       -                                         -                                       -                                  -                                  0 – 20 cont.
T303                        cont.                            0 – 100 cont.2 (7µm)         -                                         -                                       -                                  -                                  0 – 20 cont.

Cont. = Online measuring; discont. = min. 15 min; 1 paramagnetic; 2 7,9µm; 3 µPulse; 4 without µPulse; 5 in N2; 6 natural gas in air; 7 calculated, 8 landfill gas
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Figure 2: Technical data INCA4003

Technical data

Technical data INCA4003

Weight [kg]                                      up to 30

Dimensions (WxHxD) [mm]           745x630x220

Degree of protection                     IP20

Power supply                                  100 – 240 V, 50/60 H

Max. power consumption            250 VA

Inlets of gas                                    

Inlets of process gas                     2 – 4 electr. ball valves

Inlets of calibration gas                1 

Inlets purging gas (air)                  1 

Gas connection                              Compression fitting 6 mm

Max. gas inlet pressure                20 mbar rel.

Min. gas inlet pressure                 -100 mbar rel.

Flame barrier                                   ATEX-certification G IIC

Rel. gas humidity                            ≤ 100% (condensate possible)

Condensate trap                             yes 

Gas cooler                                       yes 

Cooling principal                             thermoelectrical

Dewpoint                                         3 – 30 °C adjustable

Condensate removal                      perestaltic pump

Ambient conditions                       

Operating temperature                  5 – 45 °C

Humidity                                          0 – 95% rel. air humidity

Ambient pressure                           900 – 1250 hPa (0,9 – 1,2 bar)

Storage temperature                     -20 – 60 °C

Interfaces                                        

Relays                                               3

Dig. Interface                                  RS232

4 – 20 mA                                         optional

Fieldbus                                           optional
Remote maintenance (IP/TCP)       optional



www.union-instruments.com

UNION Instruments GmbH Zeppelinstrasse 42, 76185 Karlsruhe, Germany 
Phone: +49 (0) 721-68 03 81 0 Fax: +49 (0) 721-68 03 81 33
E-Mail: info@union-instruments.com

About UNION Instruments

UNION Instruments, founded in 1919, is a specialized supplier of measuring
instruments in the areas of calorimetry, gas composition and leak testing.
Its user and customer base includes biogas producers, the chemical
industry, and energy and water suppliers. The company has its headquar-
ters in Karlsruhe and  subsidiaries in Lübeck as well as in Berlin . With
approximately 30 international distributors, UNION Instruments operates
worldwide. The company's core businesses include development and 
production as well as maintenance, service, and support.

Our service performance

Repair service

A global service for inspection,
maintenance and repair of our de-
vices and systems is provided 
directly by UNION and via its distri-
butors.

Engineering

In the last decades UNION compi-
led a very high level to the state of
the art that covers many market
segments. So a wide range of pos-
sible solution approaches is on-
hand.

Calibration

As part of maintenance and service
UNION provides the validation and
re-calibration of measuring devices
in conformity with certified custody
transfer instruments and / or trace-
able perpendicular.

Certification 

Since 20 years we have implemen-
ted the ISO9001 system. 
UNION’s products are certified to
ATEX and UL/CSA directives accor-
dingly. Industrial safety “Safety
with System” is part of UNION’s
company policy.

Support

The UNION-hotline helps to solve
all inquiries and urgent issues fast
and easy. Device specific concerns
can be solved worldwide within mi-
nutes by direct communication via
TEAMVIEWER.

Software

For read-out of measurement and
calibration data a device-specific
software is available for our clients.
In addition to the graphic display of
measurement data its export in se-
veral database formats is possible.

Training

UNION offers individual in-house
training or on-site seminars for in-
stallation, use and maintenance of
our devices even at the customer’s
premises. Training is individually
adapted to the client’s require-
ments.

Original spare parts 

Original spare parts for the majority
of UNION’s products are on stock
directly at site and ready for dis-
patch within a few hours.

COMPETENCE 
IN GAS
MONITORING



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile ()
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.3
  /CompressObjects /Off
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.1000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams true
  /MaxSubsetPct 1
  /Optimize true
  /OPM 1
  /ParseDSCComments false
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo false
  /PreserveFlatness false
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts false
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages false
  /ColorImageMinResolution 150
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages false
  /GrayImageMinResolution 150
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages false
  /MonoImageMinResolution 300
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 800
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 2.12500
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects true
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (Coated FOGRA27 \050ISO 12647-2:2004\051)
  /PDFXOutputConditionIdentifier (FOGRA27)
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AllowImageBreaks true
      /AllowTableBreaks true
      /ExpandPage false
      /HonorBaseURL true
      /HonorRolloverEffect false
      /IgnoreHTMLPageBreaks false
      /IncludeHeaderFooter false
      /MarginOffset [
        0
        0
        0
        0
      ]
      /MetadataAuthor ()
      /MetadataKeywords ()
      /MetadataSubject ()
      /MetadataTitle ()
      /MetricPageSize [
        0
        0
      ]
      /MetricUnit /inch
      /MobileCompatible 0
      /Namespace [
        (Adobe)
        (GoLive)
        (8.0)
      ]
      /OpenZoomToHTMLFontSize false
      /PageOrientation /Portrait
      /RemoveBackground false
      /ShrinkContent true
      /TreatColorsAs /MainMonitorColors
      /UseEmbeddedProfiles false
      /UseHTMLTitleAsMetadata true
    >>
    <<
      /AddBleedMarks true
      /AddColorBars false
      /AddCropMarks true
      /AddPageInfo true
      /AddRegMarks false
      /BleedOffset [
        8.503940
        8.503940
        8.503940
        8.503940
      ]
      /ConvertColors /NoConversion
      /DestinationProfileName (Coated FOGRA27 \(ISO 12647-2:2004\))
      /DestinationProfileSelector /UseName
      /Downsample16BitImages true
      /FlattenerPreset <<
        /ClipComplexRegions true
        /ConvertStrokesToOutlines false
        /ConvertTextToOutlines false
        /GradientResolution 300
        /LineArtTextResolution 1200
        /PresetName <FEFF005B0048006F006800650020004100750066006C00F600730075006E0067005D>
        /PresetSelector /HighResolution
        /RasterVectorBalance 1
      >>
      /FormElements true
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MarksOffset 8.503940
      /MarksWeight 0.250000
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /UseName
      /PageMarksFile /RomanDefault
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [2834.646 2834.646]
>> setpagedevice




